GENERAL NOTES

THE ENGINEER SHALL BE THE SOLE JUDGE CONCERNING CURIMG
TIME FOR THE VARIQUS HMA LIFTS,

. THE CONTRACTOR SHALL PROVIDE INTERNET ACCESSIBILITY TO THE HMA

PLANT QUALITY CONTROL LAB 50 THAT Hia PLANT REPORTS [AN B
EMAILED TG THE DISTRICT HEADGUARTERS. THIS WORK SHALL BE

COMMITMENTS

THE CONTRACTOR SHALL BE AWARE OF THE WETLAND AREAS SHOWN ON

THE PLANS AND SHALL BE RESPONSIBLE FOR PROVECTING THESE ARDAS
FAGM DISTURBANCE, PARKING OF EQUIPMENT OR PLACING OF MATDRIALS
WILL NOT BE PERMITTED IN THESE AREAS, TEMPORARY FENCE SHALL BE

Z. EXCEPT AS NOTED ON THE PLANS, FPAVEMENT GRADES 3HOWN ARE
AT THE TOP OF PAVEMENT SURFAZES,

3. ALL SAWCUTTING OF EXISTING PAVEMENT SHALL BE CONSIDERED
INCLUDED IN THE Pay ITEMS INVOLVED, THE MINIMUM SAW DEFTH IN
THE PAVEMENT SHALL Bc 1/ UNLESS OTHERWISE NOTED.

4, WHERE SECTION CR SUBSECTION MONUMENTS ARE ENCOUNTERED,

INCLUDED IN THE COST OF ALL HOT-MIX ASPHALT ITEMS.
! CONSTRUCTED TO HELP PROTECT THESE AREAS AS SHOWN IN THE PLANS,
16, THE TOP & IN, OF TOPSGIL SHALL BE STRIPPED FROM THE CONSTRUCTION

LIMITS AT THE WEST MEDIAN CROCSSOVER - WESTBOUND AND THE 2. REFER TO COMMITMENT FILE FOR ANY COMMITMENTS AFTER JANUARY 3i,
TEMPORARY ENTRANCE RAMP A4S SHOWN IN THE PLANS, THIS MATERIAL 2014,
SHALL BE STOCKPILED AT A LOCATION APPROVED BY THE ENGINEER AND
REPLACED AFTER THE CROSSOVER AND RAMP ARL REMOVED AND MAJOR
GRADING OPERATIONS ARE COMPLETED., THIS WORK WiLL BE PAID FOR
THE ENGINEER SHALL BE NOTIFIED BEFORE SUCH MONUMENTS ARE

AS TOPSOIL EXCAVATION AND PLACEMENT.

REMOVED, THE CONTRACTOR SHALL PROTECT ANMD CAREFULLY

PRESERVE ALL MONUMENTS UNTIL AN AUTHORIZED SURVEYOR OR 17. THE CONTRACTOR SHALL USE EITHER RC-70, 55-ih, OR $5-1nhP, APPLIED

AGENT HAS WITNESSED OR OTHERWISE REFERENCED THEIR LOCATION, AT THE RATE DIRECTED BY THE ENCINEER, FOR THE PAY I[TEM

THE CONTRACTOR SHALL BE RESFONSIBLE FOR HAVING AN AUTHORIZED BITUMINDUS MATERIALS (FRIME COATY,

SURVEYDR REESTABLISH ANY SECTION OR SUBSECTION MONUMENTS

DESTROYED BY HIS OPERATIONS. 18, HMA SHOULDERS SHALL BF MHLED TO THE SAME DEPTH AS ADJACENT
ROADWAY TO FACILITATE PLACEMENT OF NEW HOT-MIX ASPHALT

THE THICKNESS OF HMA MIXTURES SHOWN DN THE PLANS I3

SHOLLDERS,
THE MOMINAL THICKNESS, DEVIATIONS TROM THE NOMINAL
THICKNESS WILL BE PERMITTED WHEN SuCH DEVIATIONS OCCUR DUE 19, EXISTING TRAFFIC BARRIER TERMINALS TG BE REMOWED SHALL BE
TO IRREGULARITIES In THE EXISTING SURFACE OR BASE ON WHICK PAID FOR AS GUARDRAIL REMOVAL,

THE HMAa MIXTURE IS PLACED.
20.8EFCRE ORDERING PIPE CULVERTS, PIPE ORAINS, DR STORM SEWERS,
6, ANY REFERENCE TO A STANDARD IN THESE PLANS SHALL BE THE CONTRACTOR SHALL CONSULT THE ENGINEER FOR E£XACT LENGTHS,
INTERPRETED TC MEAN THE EDITION A5 INQICATED BY THE SUBNUMSER
LISTED On THE INDEX §F SHEETS CR THE LOPY OF THE STANDARD 21 THE WEST MECIAN CROSSOVER - EASTHOUND AND THE EAST MEDIAN
INCLUDED I THESE PLANS, CROSSOVERS WILL REMAIN IN PLACE uPON COMPLETION OF THIS
CONTRACT, THESE CROSSOVERS SHALL BE CLOSED USING FLEXIBLE
7. FACTORS USED FOR ESTIMATING PLAN QUANT DELINEATORS AND BRIAKAWAY SION SUPPORT COUPLERS.

[+

ITIES ARE AS FOLLOWS AND

SHALL NCT 8E USER FOR THE BASIS OF FINAL CQUANTITES:

22. REMOVAL OF THE GEQTECHNICAL FABRIC DURING CROSSQVER AND RAMP

ALL HOT-MIX ASPHALT 2,018 TONS/QU YD REMOVAL SHALL BE INCLUDED IN THE COST OF ZARTH EXCAVATION.

ALL AGGREGATEZ 2.05 TONS/CU YD 23, Ca-6 CRUSHED STOME WITH A MIM. [BR OF 80 SHait 2E USED FOR

AGGREGATE BASE COURSE, TYPE 8 FOR THE MEOIAN CROSIOVER AND

BITUMINOUS MATER{ALS: TEMPCRARY ENTRANCE RAMP EMBANKMENTS, REMOVAL OF THE

PAVEMENT Q.09 GAL/SQ YD AGGREGATE BASE COURSE, TYPE B AT THE TEMPORARY LOCATIONS IS

INTERMEDIATE LIFTS (FOG COAT) Q.04 GAL/SQ YD PAID FOR AS EARTH IXCAVATION, PART OF THIS MATERIAL MAY BE

On AGGREGATE SURFACE 0.32 GAL/3Q YD REUSED FOR THE CONSTRUCTION OF AGGREGATE SHOULDERS TYPE B,

8. ABANDONED UNDERGROUND UTILITIES Twa? CONFLICT WITH CONSTRUCTION 24, RUMBLE STRIPS SHALL BE CONSTRUCTED ON ALL NEW SHOULDERS ON
SHALL BE DISPOSED OF QUTSIDE THE LIMITS OF THE RIGHT OF WAY 179, SHOULDER RUMBILE STRIPS SHALL BE CUT INTO THE CROSSOVER
ACCORDING TO ARTICLE 202,03 OF THE STANDARD SPECIFICATIONS PAVEMENT AT SHOULDER LOCATIONS ON I-70 AFTEZR THE CROSSOVERS
AND AS DIRECTED BY THE ENGINEER, THIS WORK WILL NOT 2E PaiD ARE NO LONGER REQUIREDR, RUMBLE STRIPS WHL BE PaAID PER FOCT
FOR SEPARATELY BUT SHALL BE INCLUDED In THE COST OF EARTH AS SHOULDER RUMBLE STRIPS 18 INCH.

EACAVATION,
- LRECLAIMED ASPHALT PAVEMENT {RAPY WILL MNOT BE ALLOWED
% _ALL_D:S QRELS AREAS vi'Tié’ THE CONSTRUCTION LIMITS SHALL BE FOR USE AS AGGREGATE IN AGGREGATE SHOULDERS, TYPE 8.

£F anD SEEDED, DING Sranl. BE CLASS 24 ACCORDING 70
,..: AVDLICAEL" ARTICLES OF SECTION 250 OF THE STANDARD 26, REFER T4 HIGHWAY STANDARD 420601 FOR CONSTRUCTION
DETAILS OF PCC PAVEMENT FOR CROSSOVERS.

SPECIFICATIONS. SEEDING SHALL NOT BE PERMITTED AT AWY TIME
HHEN THE GROUND IS FROZEN, WET, OR IN AN UNTILLABLE
CONDITION. THE TOP SIX INCHES OF SQIL SHALL BE CAPABLE OF 27. THE TEMPORARY PAVEMENT MARKING USED WITH HIGHWAY STANDARD
SUSTAINING VEGETATION, LOCATIONS TO AL SEERED WiLL BE TGI4LE [N STACES I1 B IV SHALL BE PAINT. SUPPLY, INSTALLATION,
DETERMINED BY THE ENGINRER. AND REMOYAL OF REFLECTORIZED PAVEMENT MARKING PAINT AND
TAPE USED FOR TRAFFIC CONTROL AS SHOWN ON THE TRAFFIC
. THE CONTRACTOR S#all BE RESPONSISLE FOR PROTECTING UTILITY CONTROL DRAWINGS WILL NGT BE PAID FOR SEPARATELY, 8UT SHALL
PROFPEATY FROM COMSTRUCTION QPERATIONS AS QUTLI N BE IMCLUDED IN TRE COST OF TRAFFIC CONTROL AND PROTECTION
ARTICLE 107,31 CF THE STANDARO SPECIFICATIONS, THE JULIE
“SLN;EE(?LIARQ D{!"O B92-0123. A MINIMUM OF 48 HOURS ADVANCE NOTICE

L ALL ELEVATIONS IN THE PLANS ARE BASED UPCON THE MORTH AMERICAN
YERTICAL DaTuM OF 1988 (nAVOBR)

12, TREES SHALL 55 PRESERVED THROUGHCUT THIS SECTION EXCEPT AS
SHOWN ON_ THE PLANS AND AS DIRECTED BY THE ENGINEER. GENERALLY,
TREZS CQUTSIDE THE CLEAR ZDNE, AND WHICH DO NCT INTERFERE WITH

CONSYRUCTION, SHALL NOT 8E DISTURBED,

3 FCOR STABES_ZZAIEO\S fLi. TYPE III BARRICADES SHALL REIGQUIRE A
MININUN OF FOUR SANDBAGS PER BARRICADE,
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4. THE CUANTITY OF SHORT TERM PAVEMENT MARKING SHOWN IN THE
PLANS {5 BASED ON ONE APFLICATION ON THE COMPLETED SURFACE
COURSE, SHORT TERM PAVEMENT MARKING O\I HMA SURFACE COURSE
QR PCC SHALL BE TAPE,

HMA MIXTURES REQUIREMENTS

FOLYMERIZED HOT-MIX ASPHALT HOT-MIX ASPHALT HOT-MIX ASPREALT TEMPORARY RAMP TEMPORARY RAMP TEMPORARY RAMP
MIXTURE USE HOT-MIX ASPHALT SRIDGE AFPPROACH SHOULDERS SHOUL.DERS HOT-pAIX ASPHALT HOT-MIX ASPHALT HOT-81X ASPHALT
SURFACE COURSE COMNECTOR PAVEMENT B0TTOM LIFTS) (TP LIFT: SURFACT COURSE BINDER COURSE BASE COURSE
AC/PG %85 PG T0-22 P sd-22 PO 84-22 PO BA-27 PO 5422 FG bd-3g PG H4-27

DESIGN AIR VGIDS 4,07 & Ngas=90 4,07 2 Ndes=30 4.0%4 2 Ndeszi0 4.07 @ Ngestin 4,04 @ Ncdesz$g 4.0/ f Ndesz30 4.0/ 2 Ndesz7d

BIN COMPOSITION L-9.5 iL-19.0 IL-19.00 1L-9.5L it.-8,5 JIRRENRS) 1L-19.0
FRICTION ACGREGATE MIX D NA NAA Mix € MiX B N/A ! NAA
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